NOTES:
INTERFACE CONFORMS TO MIL-PRF—-39012 SMA SERIES

MATERIALS:

CONTACT— BRASS PER ASTM—B-16

BODY— STAINLESS STL PER ASTM—A-582
COUPLING NUT

SNAP RING— BERYLLIUM COPPER PER ASTM—B-196
GASKET— SILICONE PER ZZ—R-765
INSULATOR— TEFLON PER ASTM—-D-1710
FINISHES:

CONTACT,BODY— GOLD PLATE PER MIL-G—45204
COUPLING NUT- PASSIVATE PER QQ—-P-35

CONTACT AND INSULATOR EPOXY CAPTIVATED
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RECOMMENDED
CABLE STRIPPING DIM'S ®.144
BREAK SHARP EDGES
ON ALL CORNERS OF SQUARE
o AT UNLESS OTHERWISE SPECIFIED:
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OF PRODUCING THE DEVICE SHAL!

COPIED OR DISCLOSE
WITHOUT THE CONCE

DESCRIPTION

> REVISED DIMENSIONS|

REV.

. CABLE CORPORATION
RAGE : prg | TRACTIONS U HAMDEN, CT 06517

3-PLACE : B 0I5 ANGLES * 3°

MATERIAL: TITLE

SMA RIGHT ANGLE

FINISH: MALE PLUG FOR

S 141 SEMI RIGID CABLE
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