INTEFFACE CONFORMS TO MIL—PRF—-39012 TYPE NF
FOR USE WITH RG—402 (.141 DIA. SEMI RIGID CABLE)

MATERIALS:

BODY & JAM NUT
CONTACT
INSULATOR
GASKET

BRASS 1/2 HD PER ASTN-B-16
BERYLLIUM COPPER PER ASTM—-B-196

TEFLON PER ASTM-D-1710

LOCKWASHER

FINISHES:

ALL METAL PARTS
EXCEPT CONTACT
CONTACT

APPD

SILICONE PER ZZ—R-765

PHOSPHOR BRONZE PER ASTM—B—-103

SILVER PLATE PER QQ—-S—-365
GOLD PLATED PER MIL—G-45204 |

AS 705934—102N

929 ACROSS FLATS

730 HEX

GASKET

540

RECOMMENDED MOUNTING
HOLE

——F |

886

8873

i

123
L

RECOMMENDED

1.335

. 110

CABLE STRIPPING DIM’S

BY
DATE

DESCRIPTION

REV.

UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN INCHES:
TOLERANCES:

DECIMALS:
2-PLACE + .010

FRACTIONS

SCALE

©d

+ 1/64

EZ FORM

CABLE CORPORATION
HAMDEN, CT. 06517

3-PLACE & .005 ANGLES * 3°
MATERIAL:

NF BULKHEAD MOUNT JACK
DIRECT SOLDER FOR

141 DIA. S/R CABLE

DRAWN DATE CHECKED DATE
PJP. 8-15-03 |[TAR.  8-15-03 o =
RV PR A |9W826| cp-705934—102




